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Contract Number: 70669
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Tp. Saw_cut after resurfacing, ‘2" wide
by 4’ deep. Seal with elastic joint

sealer in agccordance with Article 583

€ 17 Joint-

K 6//

of the Standard Specifications. Cost
included with HMA Surface Course.

¢ Exist HMA
Surface Course

HMA Surface
Course
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\—Brg. Pad typ.
Beam 3 Beam 8 or 12

PARTIAL CROSS SECTION
(Looking East)
*®X | imits of HMA Surface Removal.
Existing waferproofing fo remain.

Lap new waterproofing 6/ over
existing.
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Beam 9 or 13

\‘F abric Brg. Pad

v ¥ 1" x 2°-6" Dowel Rods
tin 1% holes drilled in cap.
5er (2 per beam). W. Abul. only
& Brg.

TYPICAL SECTION AT ABUTMENTS

* Existing dowel rods are fo be burned off, ground Flush,
and sealed with epoxy prior to placement of new beams.
Cost included in Removal of Existing PPC Deck Beams.
After beams have been erected holes shall be drilled into
cap and dowel rods placed. Dowel holes shall be filled with
non-shrink grout to fop of beam and dlfowed fo cure a
minimum of 24 hours prior to grouting the shear keys.

** 17 Joint shall be Tilled with non-shrink grout. Dimension
may vary te accommodaote tolerance in beam lengths.

REPAIR DETAILS
SBI 119
CHAMPAIGN COUNTY
SN 010-0062
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